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73. 047530 Bushing 4
* 047744 Inspection cover , belly pan 1
* 026202 Pressureized Cap 1
* 047745 Chain Guard 1

Please note: ML000101 to ML000747, including MLO00749-ML000756, ML0O00758- MLO00768 have the old style tank.P/N -047562SP
All others use the new style tank, P/N- 048793SP.






35.
36.
37.

047530SP
047788SP
001478SP
049811SP
047529SP

Bushing, 1.25x1x5/8
Bushing, 1.25x1x.5
Washer, 1" Flat

Tilt cyl seal kit
Retaining clip
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3. 965799SP Hub, Rear Assembly

PLEASE NOTE
All mini Loaders with a serial number under ML0O00940 that require a new axle, may purchase
kit# 965799SP, which includes the torque motor with the different size shaft,1 3/8", new hub, spacer, nut and cotter pin.

Another option is to buy the different size shaft, seal kit, spacer and nut. To do it this way you must have the new shaft installed
by a hydraulic shop and your old hub needs to be honed to fit the new shaft.
Shaft -053671SP
Seal Kit-053670SP
Spacer-049721SP
Nut -053749SP

You may also replace with the 1 1/4" shaft using part number 055470SP, along with the seal kit, part number 053670SP.
Part numberfor the replacement castle nut is 025113SP.






U-3518

965364SP
049601SP

052885SP

048233

6" Coil spring kit

Rear track sprocket
Wheel W/Roller bearing

Conventional track

9" Coil spring
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11. 963985SP Brake Mount Assembly
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